MD 459 IS ASSUMED TO RUN
IN A NORTH/SOUTH DIRECTION

PROPOSED SIGNALS
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. REMOVE EXITING STEEL POLE, CONTROLLER, MAST ARMS,

SIGN AND SIGNALS
REMOVE EXISTING PEDESTAL POLE AND PEDESTRIAN SIGNALS

. INSTALL 27 FT.POLE WITH SINGLE 70'MAST ARM, SIGNALS, SIGNS AND

OPTICOM DETECTOR EYE.

INSTALL NEMA SIZE "6" BASE MOUNTED CABINET AND CONTROLLER WITH
ALL NECCESSARY EQUIPMENT (NOTE: 2-2 IN. SCHEDULE 80 AND 2-4 IN.
SCHEDULE 80 CONDUIT, 90 DEGREE PVC CONDUIT BENDS).

REMOVE EXISTING HANDHOLE

. CAP AND ABANDONED EXISTING CONDUIT
. INSTALL 1IN, LIQUID-TIGHT, FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT

(DETECTOR SLEEVE)
INSTALL HANDHOLE

INSTALL 6 FT. X 30 FT. QUADRUPOLE TYPE (3-6-3) LOOP DETECTOR
ENCASED IN '/ IN. FLEXIBLE TUBING

INSTALL GROUND MOUNTED SIGNS.

.INS_TALL 2 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT-TRENCHED

JINSTALL 2 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT-SLOTTED

.INSTALL 4 IN. PVC (SCHEDULE 80) ELECTRICAL CONDUIT-TRENCHED

INSTALL 14 FT. PEDESTAL POLE, TRAFFIC SIGNAL, PEDESTRIAN SIGNAL, PUSHBUTTON

AND R10-3C SIGN. (NOTE: ONE 2 IN. PVC SCHEDULE 80 CONDUIT BENDS AND FOUR
(4> 1IN. X 4 IN. ANCHOR BOLTS)

JINSTALL 24 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC

PAVEMENT MARKING TAPE (STOP LINE).

JINSTALL 12 IN. WHITE HEAT APPLIED PERMANENT PREFORMED THERMOPLASTIC

PAVEMENT MARKING TAPE (CROSSWALK).

. SIGNAL SHALL BE INTERCONNECTED WITH SIGNAL AT ©64TH AVENUE, THROUGH SIGNAL AT

CHEVERLY METRO, APPROX. 1600 FT. SOUTH, USING 12 PAIR-JELLY FILLED COMMUNICATION
CABLE.

FURNISH ANG INSTALL AUTOSCOPE 2004LE CAMERA WITH ADPRO TRANSMISSION DEVICE.
FOR CONDUIT DETAILS ALONG THE BRIDGE, REFER TO BRIDGE PLANS.
INSTALL 3 IN. PVC (5CHEDULE 80) ELECTRICAL CONDUIT-TRENCHED.

CONDUIT TO BE INSTALLED
FOR FUTURE USE
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NOTE: SEE PREVIOUS SIGNAL PLAN SHEET FOR
GENERAL NOTE AND NEMA PHASING.
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